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RIGHT—OF—-WAY SURVEY FOR

FOUND MON SPIKE
FOUND MON SPIKE FOUND SPINDLE AT AT SECTION CORNER /
AT 1/4 CORNER e ; 1/16 CORNER
Lt NOwensu N _A1aEF - a N 89°46'42" W 131813 SEC 33§ SEC 34 KI N DER /A MORGAN
il SEC 4 SEC 3 ’/
( DESCRIPTION OF CORRIDOR #1 DESCRIPTION OF CORRIDOR #3 SECTION 4
[ A 50 feet wide pipeline right—of—way corridor over portions of A 50 feet wide pipeline right—of—way corridor over portions of /
Section 4, Township 2 South, Range 3 West, Uintah Special Base Section 4, Township 2 South, Range 3 West, Uintah Special Base
and Meridian, the widths being 25 feet on each side of the and Meridian, the widths being 25 feet on each side of the TOWNSH/P 2 SOUTH; RANGE 3 WEST
following described centerline; following described centerline;
r Commencing at the Southeast Corner of the SE1/4 of the NE1/4 Commencing at the Southeast Corner of the SE1/4 of the NE1/4 U/NTAH SIDEC/AL BASE & MER/D/AN
of said Section 4; of said Section 4;
} Thence North 80°01°29” West 2695.11 feet to the TRUE POINT OF Thence North 00°32°55" East 25.00 feet along the East line of DUCHESNE COUN] ), UTAH
' BEGINNING which is on the West line of the SW1/4 of said NEI1/4; said aliguot part to the TRUE POINT OF BEGINNING;
Thence North 88°16°07” East 389.40 feet; Thence North 86°04°24" West 453.78 feet;
( Thence South 77°51°03" East 774.71 feet; Thence North 53°12°23" West 391.60 feet;
Thence South 48°39°38” East 232.57 feet; Thence North 17°10°36" West 62.48 feet to the POINT OF
g‘ Thence South 05°55°05” West 157.87 feet to the POINT OF TERMINUS.  Said described right—of—way being 907.86 feet in
~ TERMINUS which is on the South line of said SW7/4 of said /en_gl"h, W/th l‘_he s_/de//nes bemg‘shortened or elongated to intersect
hy aliquot part. Said described right—of—way being 1554.55 feet in existing pipeline right—of—way lines.
’Qr length, with the sidelines being shortened or elongated to intersect
said aliguot part lines. ©
s N
j S
b !
< DESCRIPTION OF CORRIDOR #2 DESCRIPTION OF CORRIDOR #3 2 NORTH
o
‘0“ A 50 feet wide pipeline right—of—way corridor over portions of A 50 feet wide pipeline right—of—way corridor over portions of }
8‘ Section 4, Township 2 South, Range 3 West, Uintah Special Base Section 4, Township 2 South, Range 3 West, Uintah Special Base
Zi‘ and Meridian, the widths being 25 feet on each side of the and Meridian, the widths being 25 feet on each side of the
' following described centerline; following described centerline; SCALE: 17=200"
Commencing at the Southeast Corner of the SE1,/4 of the NE1/4 Commencing at the Southeast Corner of the SE1/4 of the NE1/4
‘ of said Section 4; of said Section 4, 0 200 400
Thence North 68°34°52" West 826.81 feet to the TRUE POINT OF Thence North 00°32°55” East 25.00 feet along the East line of
BEGINNING; said aliquot part to the TRUE POINT OF BEGINNING; E
J Thence South 79'30°16" West 607.16 feet to the POINT OF Thence North 89°47°25" West 49.92 feet;
TERMINUS.  Said described right—of—way being 607.16 feet in Thence North 00°31°49” East 419.57 feet;
| length, with the sidelines being shortened or elongated to intersect Thence North 85°29°50" West 369.39 feet
/ existing pipeline rights—of—way. Thence South S54'5108" West 113.86 fest: LINE TABLE
Thence South 64°03'51”7 West 113.80 feet; LINE BEARING DISTANCE
’ Thence South 82°14°02" West 222.68 feet to the POINT OF iy N 881607" E 389.40°
TERMINUS. — Said described right—of—way being 1289.22 feet in L2 S 7751035 & 774.71°
l‘ /eng_th, with thg sidelines /'nte(sect/'ng saiq aliquot part‘ /im_a and . 13 S 48°39°38" E 232 57°
, ending perpendicular to described centerline at said Terminus. 5 14 S 055505° W 1657 87
| o0 L5 g 7930°18" W 607.16’
| - L6 N 860424 W 453.78°
FOUND PIPE CORNER POST AT 1/16 e L7 N 531223" W J91.60
CORNER AS PER PEATROSS PLAT S 89°40'10" W 2642.37" (TIE) 4 W L8 N 1710'36" W 62.48’
’ , } N Lg N 89'47'25" W 49.92°
! ‘ 904.67° (TIE)  POSITION OF 1/16 ') ey P ;
, } CORNER DETERMINED ) L10 N 003149 E 419.57
| DESCRIPTION OF 40 WIDE ACCESS RIGHT—OF—-WAY ‘ ON PREVIOUS SURVEY > LAy N 8529'50" W 369.39°
‘ A 40 feet wide access right—of—way over portions of { % L12 S 545106 W 11386
Section 4, Township 2 South, Range 3 West, Uintah Special | L3 S 640351 W 113.80°
J Base and Meridian, the widths being 20 feet on each side : ® L14 S 82'14°02" W 22268
of the following described centerline; |
‘ Commencing at the Northeast Corner of the SE/14 of the JON E/ ELIZABETH M. MILES !
|
I NE1/4 of said Section 4; PROPERTY |
Thence South 89°40°10” West 904.67 feet; SN:1876 ;
, Thence South 00°00°00" East 831.41 feet to the TRUE PN:00—-0006—-2061 !
POINT OF BEGINNING which is on the centerline of an Da:m
‘ existing road right—of—way; Glg
5 Thence South 16°10°22” East 176.27 feet to the North line ' ;:Q
| of an existing pipeline right—of—way. Said described =2 8
ight—of gb ] 77627 feet in length, with th ideli = E=
right—of—way being ; eet in length, wi e sidelines ) ROAD
iv“ being shortened or elongated to intersect existing r ,r:\?‘f 3 G ACCESS BASIS OF BEARINGS
C\g} right—of—way lines. v: ™ E)(ST ' THIS SURVEY WAS PERFORMED USING GLOBAL POSITIONING SYSTEM PROCEDURES AND EQUIPMENT
Y |
) i
QJ( /l o | THE BASIS OF BEARINGS IS GEODETIC NORTH DERIVED FROM G.P.S. OBSERVATIONS AT A CONTROL
SW1/4 M \ SE1/4 POINT (Y% CORNER) LOCATED AT LAT. 40°23°18.20359"N AND LONG. 110°10°15.86470"W USING
W e ' f | " THE UTAH STATE G.P.S. VIRTUAL REFERENCE STATION CONTROL NETWORK MAINTAINED AND
N NE1/4 e B P NE1/4 N OPERATED BY THE AUTOMATED GEOGRAPHIC REFERENCE CENTER
© AN o
>, e - | EXISTING CATHODIC ~ |' =
by FE RIGHT—OF—WAY | \ ~
S ) R Ex;ST’NG ’ ?}_& 4469.49 CL#4
: W ’ | \\ \\ 9+07.85 CL#3 8+38.88 CL#4
. : oy Gl
RESIDUE PIPELINE T.P.0.B, RESIDUE PIPELINE SURVEYOR’S CERTIFICATE
AL e e e @ f 40" WIDE X Y L TTeNGS—— I, D. RYAN ALLRED, DUCHESNE COUNTY, UTAH, DO HEREBY CERTIFY THAT | AM A PROFESSIONAL
A A R S —— 50" WIDE R/W ! ACCESS \ : : 7 LAND SURVEYOR AND THAT | HOLD CERTIFICATE NUMBER 376084 AS PRESCRIBED BY THE STATE
S M CORRIDOR (TYP.) RIGHT—OF —WAY _ A TS OF UTAH. | FURTHER CERTIFY THAT THIS PLAT WAS PREPARED FROM THE FIELD NOTES AND
[ = . ' 3. ELECTRONIC DATA COLLECTOR FILES OF AN ACTUAL SURVEY MADE BY ME OR UNDER MY
T ol B oty il 12+89.22 CL#4 L 9+52.74 CL#4 PERSONAL SUPERVISION AND THAT THIS PLAT ACCURATELY REPRESENTS SAID SURVEY TO THE
TP OB BEARS N 80°01°29” W SR A BEST OF MY KNOWLEDGE AND BELIEF.
f 2695.11" FROM THE SE COR. OF :
THE SW1,/4 OF THE NE1/4 OF
SECTION 4
| Y
\\& iy 50" WIDE R/W
0+00.00 CL#2 e\
N f CORRIDOR (TYP.
/ 8+57.25 cifs RGN () 0+00.00 CL#3 T.P.O.B. BEARS N 00°32°55” £
i | gg’éoég’ f_g/g;s 7/2/4562 5546302 VgF )\\, N | 040000 cLps 25.00' FROM THE SE COR. OF
i t ¥ ’ THE SW1/4 OF THE NEI1/4 OF
J 13+96.68 CLY1 NM%‘}?[,%BC/ZE INTO SAME T Swisa OF THE NE1/4 OF . > \_@_ _ | SECT,ONC; /
' " SECTION 4 ﬁ»&~““‘*—-——-~l -
| %‘ | i i 1o i i i i A T IS D. Ryan Allred, Professional Land Surveyor,
s v =S —— o Certificate No. 376084, (Utah)
FOUND 5/8" REBAR WITH N 89'47'25" W 2667.85 (TIE,
ALUMINUM CAP AT (TE) 0+49.92 CL#4 FOUND MON SPIKE
POSITION OF CORNER DETERMINED AT 1/4 CORNER JERRY D. ALLRED & ASSOCIATES, INC.
TO BE AT FENCE INTERSECTION SURVEYING CONSULTANTS

REV 5 NOV 2019

19 AUG 2019 12—-121-542

1235 NORTH 700 EAST——P.0. BOX 975
DUCHESNE, UTAH 84021
(435) 738-5352

Counly Surieyprs Hle ™ 4354




